
SurveNIR
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The NIR-development was initiated by ZFB Zentrum für Bucherhaltung GmbH
Leipzig in 2002. Within two regional projects, the first prototype NIR-paper rating tool 
was developed. From 2005-2008, 9 partners extended the idea of creating a usable 
tool within the SurveNIR project (funded by the EU within the 6. Frame work 
program). This has been taken to the market by Lichtblau e.K. , which offers surveys 
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Decision making about conservation strategies 
can only be made due to available information!
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Within an archive, library or museum,
data about the whole collection, parts of it or 

about single objects are required. 



How we can analyse historical paper to 
get the needed information



Subjective determination of the stability of paper with double f
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Techniques which are often used to assess the 
condition / degradation of paper:

Besides visual assessment, none of these 
techniques is suitable for valuable objects. 

In cultural heritage, destructive analysis is rarely 
acceptable.



��!�������
�����	���
�	�*



'�����	����#���	��������
��	
�#�����
�	*



��+�	������������	*

4 5 6 7 8

1.50E-010

2.00E-010

2.50E-010

3.00E-010

3.50E-010

4.00E-010

4.50E-010

5.00E-010

5.50E-010

 

 

pH

Whatman, 90 oC

4 5 6

pH

7 8



As an alternative to traditional methods, NIR-spectroscopy is reagent-free, very fast, need no 
sample preparation and most notable it is absolutely non-destructive. 

The question to be solved was: can the necessary chemical-physical information be obtained 
from a NIR spectra of paper?

Near and mid-IR spectrum of paper



WineBot is a robot which can taste the 
wine without opening the bottle
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Oxygen content of blood: NIR-spectra of 
oxy- and deoxy-haemoglobin 

Recycling: Fast sorting into different 
polymer sorts (98% pureness)



Calibration
(sets with 2/3 
spectra/data)

Database and Model DevelopmentDatabase and Model Development

NonNon --destructive Surveydestructive Survey
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DataData

NIR-Spectra
(non-destructive analysis)

DatabaseDatabase

Validation
(sets with 1/3 
spectra/data)

ModelModel

ModelModelSurvey 
Sample



Raw spectra

Broad Band of 
intensities

Not enough 
visible differences 
to distinguish a 
single sample

Not analysable by 
human eyes

wavelength



wavelength

Orange
ground wood
(lignin-containing)

bleached pulp
(lignin-free)

Green
rag paper
(cotton)

Spectra discrimination after application of model 
paper type”
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To answer the question, a large collection of 
historical paper samples were collected all 
around Europe, approx. 1400 in total. There 
were analysed for a number of properties. 

Reference data analysis
approx. 16,900 working hours in 2 years

Reference spectra measurement
approx. 155,000 spectra in 3,000 hours

Chemometric models
approx. 2,200 working hours

Software
14 Versions, approx. 4,800 working hours

Scientific analysis of paper is time-consuming and work-intensive. However, 
the data were necessary for chemometric analysis. Above: Samples ready to 
determine tensile strength and tensile strength after Bansa-Hofer folding.
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SurveNIR determine representative chemical-physical parameters (CPP) of paper, which describe 
the present condition as well as give a forecast to the future speed of degradation. 





Hardware NIR-Spectrometer (special design disposed to handle originals)
- 3-4 mm measurement spot
- ca. 350 x 260 x 170 mm / ca. 10 kg

Notebook

Software SurveNIR Software
- User / supervisor level
- Filter system, error routines, data base, evaluation
- Customer-defined surveys

Chemometric Paper identification
- 21 qualitative / 15 multistage models in 2 decision trees

Paper condition analysis
- 2 qualitative / 39 quantitative / 1 multistage models

Accessories - Live view function
- Food trigger and transporting box
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The results can be 
sorted by customer-
defined limits into 4 
categories
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- A software entry mask provide the possibility to sort the results into categories. 

- The limits of each category can be customer-defined regarding the specific task. 

Tensile strength



The developed instrument and software allows:

All advantages can be used at any time without excluding 
each other. 

In addition, SurveNIR can also include a visual 
assessment (function in SurveNIR: descriptive criteria)

The use for other task is highly welcome, also for 
research project and education. Such application are 
already in process.
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Homepage Lichtblau e.K.         www.lichtblau-germany.com

SurveNIR Projekt www.science4heritage.org/survenir /

Lichtblau e.K.
Dr. Dirk A. Lichtblau
Loschwitzer Str. 15A
D-01309 Dresden
Germany

+49 (0)172 7125072
mail@lichtblau-germany.com

„We have built a new dedicated 
NIR instrument, which is specially 
adapted to measurements of flat 
objects, such as paper. It is 
portable and easy to operate.“


